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Product Datasheet

Automist Smoke Sensor (DT03)

General information

The Automist Smoke Sensor is designed for
use in Automist fire suppression system
only. The smoke sensor is ceiling-mounted
and is used to initiate the scanning function
of the spray head.

Technical Specifications

Compatible Bases

EVA-UB4 - Standard Base

EVA-UB4-6 — Standard Base

Dimensions (mm)

43.7

Data

Smoke Sensor Type
Smoke Sensor Element
Smoke Sensitivity Range
Operating voltage
Quiescent current
Alarm current

Remote LED current
Charging Time

Operating temperature

Storage temperature
Relative humidity
Material

Material Specification (UL94)

Optical Light Scatter
Light Emitting Diode
1.47 £ 0.32 %/ft

10 Vdc to 30 Vdc
40pA @ 24 Vdc
48mA @ 24 Vdc
2.0mA

20 seconds.

-10°C to +37.8°C
(14°F to 100°F)
-25°Cto +60°C

RH 95%

FR-ABS

V-2

104.5 Dimensions 104.5%x50 mm (Inc Base)
Mass 118 g (Sensor Only)
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Important Notice:

This datasheet contains typical information specific to
products manufactured at the time of its publication.

Please refer to Automist DIOM for installation and
maintenance.
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